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Special Construction Products

WEBAC® Fastening Grid

Range of application •  Fastening of WEBAC® Bentonite Swelling Tape

Properties •  U-shaped expanded metal made of galvanized steel

Test certificate •  National Test Certificate for WEBAC® Bentonite Swelling Tape  
 in combination with WEBAC® Fastening Grid

Example 

Technical data Values

Form U-shape

Länge 1 m

  Installation
• Installation by nailing, doweling or tacking

• The installed swelling tape must lie firmly  
to the entire joint

• Secure swelling tape against shifting or floating

• Recommended fastening space: 25 cm

Product data

Delivery form
       Unit  
30 x 1 m

Storage • Protected from mechanical damage
 

Occupational safety
The safety regulations of the industrial trade asso ciations 
and the WEBAC Safety Data Sheets are to be observed 
at all times when wor king with this product. Safety data 
sheets ac cording to Regulation (EC) No. 1907/2006 
(REACH) must be accessible to all persons responsible 
for occupational safety, health protec tion and the hand-
ling of materials. For further information, please see the 
separate information sheet “Occu pational Safety” in our 
product catalog or www.webac.de. 

Waste disposal
It is not possible to dispose of containers at production 
facili ties or delivery warehouses. For more detailed infor-
mation, please see the separate information sheet “Dis-
posal Notes” in our product catalog or www.webac.de 
and the safety data sheets.

All the data indicated in this technical data sheet and any related information provided by our employees are of an advisory 
nature representing our current state of knowledge and in no way binding. As the exact chemical, technical and physical 
condi tions of the actual application are beyond WEBAC‘s control, this information does not preclude examination of the 
products and/or procedures for the intended application and surface by the user. WEBAC is thus unable to guarantee 
results. The user is fully responsible for the observation of existing regulations and conditions when using the products.  
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